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TESA-Visio 500 Value

The ambitious sales programme for non-contact
measurement initiated by TESA two years ago has resulted
in growing demands on this recent CMM technology

used for dimensional inspection. In order to meet

market expectations, we are proud to announce the latest
addition of two TESA-VISIO 500 vision machines to

our product range.

A Vision of Excellence is the philosophy that prevailed

as these latest machine versions were designed based on
advanced technologies that have contributed to make
TESA's tactile and vision systems a success. The mobile
bridge mounted on air bearings ensures high speed,

but also high accuracy. And the optics positioned in

the Z-axis is a further guarantee for high reliability.

TESA-VISIO 500 are available in two versions, each
providing a large measuring volume. The VALUE machine
version allows simple part inspection whilst

the UNIVERSAL one provides the needed versatility

on account of the possible use of the most advanced

vision sensors.

Bringing together the powerful PC-DMIS computing
capabilities with TESA’s skills has resulted in the release
of three machines all in one.

Ergonomically design to provide optimum comfort, both
machines are additionally reasonably priced.

Specification

High-performance measuring machine designed

for metrological applications in the inspection
laboratory or in the workshop.

The VALUE version can be converted into a
coordinate measuring machine through the
replacement of the optics by either of both
motorised TESASTAR-m and TESASTAR-i M8
probe heads.
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Technical Data

Measuring volume

X =400 mm

Y =500 mm

Z = up to 300 mm depending on the machine’s
configuration

High Accuracy

Optics (um), L in mm

- E2(X/Y) =2+5L/1000
- E1(0 =3+ 8:L/1000

Touch trigger probe (um), L in mm

— E3(X/Y/Z) =2,5+6:L/1000
- E2(X)Y)  =2,2+5L1/1000
- E1@ =2+ 6:L/1000

3-in-1vision machine

Basis version — Vision machine.

Tactile version — Fitted with TESASTAR-m or
TESASTAR-i M8 motorised probe head.
Vision/tactile versions - Fitted with optics and
TESASTAR-p or TESASTAR-mp touch trigger probes.
PC-DMIS Vision and Tactile — The enterprise-
wide software tool in dimensional metrology.

Unmatched Price-Performance-Quality
relationship.

For applications that require the use of another
type of sensors, the UNIVERSAL version
will meet your expectations.









